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About Milesight lechnology Cybersecurity

Structure
Founded in 2011, Milesight is a fast-growing Alol solution provider
committed to offering the value-added services and cutting-edge MOdelS | 11
| - e technologies. Based on video surveillance, Milesight expands its o |
Energy e S R value proposition intfo loT and communications industries, featuring Mini Camera series
| = Internet of Things communication, and artificial intelligence Pro Camerqa Series

fechnologies as its core. ,

Through a worldwide network of distribufors and system integrators P1Z Camera sSeries

in over 120 countries and regions, Milesight disseminates its Panoramic Camera Series

. e R N S i T d | products and services in comprehensive solutions with a hope 5CG C Seri
PORT MORESBY INTERNATIONAL AIRPORT to connect physical and digital worlds together to elevate Alol CIMerd oClics
| ' intelligence to the next level. ANPR Solution

Network Video Recorders
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H.265" 4K Al Video Analyfics Regional People Counting

Milesight Al Camera Series can infelligently filter objects  High accuracy and real-time regional people counting based on Al
fo focus on human and vehicle detection in multiple  algorithm, with statistic reports for further analysis, helps fo make fast

events such as Region Entrance, Region Exiting, Loitfering,  decisions on security management and increase the operational efficiency
Advanced Motion Detection, etc. of the business.
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Face Detection

Face Detection function defects human faces in the monitoring scene
and captures the snapshots. Further, the Face Attributes Recognition
and Face Privacy Mode are supported affer defecting the faces,
which can not only cater to the scenarios that need fast and

Iln’relligence

Behavior Analysis PTZ/Fisheye Auto Tracking, Loitering, Object Left, Object Removed accurate face detection, but dlso fit well for the applications that
require high-level privacy protection.
Passing Region Entrance, Region Exiting, Line Crossing . Face Attributes Recognition
Detection Motion Detection, Advanced Motion Detection, Tamper Detection, Face Detection Support a variety of face attributes recognifion, such as glasses,
masks, age, gender, efc.
Statistics for Market Intelligence Heat Map, People Counting * Face Privacy Mode
Mosaic the recognized faces automatically in the monitoring scene.

Al Empowers Security

Powered by Al chip, Milesight Al Network Camera is capable of recognizing vast affributes of human, vehicle, and object

pattern recognition models. As human and vehicle related events are of the urmost importance in monitoring, the filtering
s supported to better optimize the efficiency.
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EYERERE) Advanced Heat Map

samples samples Learning Network
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Improve Store Layout

Maximize Exposure of Products

@
% Focus on Security ® Redach Your Target Customer Precisely
@

- Human & Vehicle Drive Better Business Insights with Reports

Human/Vehicle * Abundant Al Functions
Detection « Improve Monitoring Efficiency

PlZ/Fisheye Auto Iracking

Ao Bt ® [Redl-time Target Tracking

& Recognition Ratfe

N

® /oom in for Deftails

* >95% Accuracy Rate ® All-round Monitoring Without Blind Spofts
« Reduce False Alarms

MILESIGHT Al NETWORK CAMERA KEY FEATURES N 02 s



Distinctiveness

Smart License Plare Reco

3D Radar Technology

Milesight leverages 3D radar technology
that uses radio waves to defermine the
velocity, range, or angle of objects to
redlize direction detection, speed
detection and traffic flow detection.

3D Radar

gnifion

........

More than 95% High

3D Radar Localization

I 7
Up to 90mM Detection Up to 200km/h
Distance speed Capture
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Up to 32 Vehicles Detected
at One Time

Up to 4 Lanes Monitoring

Cufting-edge 5G Wireless Transmission

5G Higher Mobility

The built-in 5G module makes Milesight 595G AloT Camera a fruly
dll-in-one system with higher mobility, supporfing 5G network

connection and wireless fransmission while eliminating extra
mplement and management compared with add-on routers,
and easing the complexity of cable and fiber connections.

5G Higher Bandwidth & Lower Latency

oG Higher Bandwidth facilitates the video surveillance with
ultra-high-definition image quality up to 4K even 8K,

meantime, readlizes super-fast download and upload speeds.
While the Lower Latency boosts camera responsiveness and
real-time moniforing with almost no lagging time.

Ultra-high-definition Image Quality

Smooth Streaming with
Near-eliminafion of Latency

Super-fast Download and

Upload Speeds

Recognition Accuracy

Base Station

Al-powered LPR Algorithm

e v H TL-001-H]

Milesight Al-powered LPR Algorithm can not only recognize vehicle
plates in redl-time with high accuracy but also identify more

5G Higher Scalability

Enjoying a high degree of flexibility and scalability, 5 can not
only achieve the deployment of a massive number of

.. Vehicle
venicie - Vehicle Type: Car

vehicle features, like vehicle type, color, efc., which can be further
searched by LPR Smart Search function, generating powerful
security and fraffic insights.

. plate: . = Vehicle Color: White
- Plale & . pPlate: TL-001-H
. Plate Color: Yellow

= ..'-..=,==T._I=r—.l

connected devices but also mission-critical applications.
Moreover, 5G will further open up the use cases for edge
computing, benefiting video analyfics running on the edge 1o

deliver advanced video analytics solutions.

S ’: Emerging loT Transmission
-l o] |
[ =, e e |
: : Embedded loT Technology Sufficient Capacity
. !
: | Milesight embedded LPWAN technology, one of the The sufficient capacity of lol technology enables Milesight 5G
: - White List : fastest-growing lol communication sfrategies, empowers wireless AloT Camera to connect potentially millions of devices,
| -~ I TL-016-H : and relaftively long-distance connection with lower power covering the integration with billions of ol devices and
: __f : consumpftion. And now, the industry-leading lolT fechnology via realizing tThe mission-critical applications, making a leap from
L____ Embedded Al LPR Algorithm — - 43-9 _______ __.: LORaAWANE® is applied in Milesight 5G AloT Camera. video survelillance to the world of |ol.

—

Wide Area Coverage N
Wireless

i Transmission

Black/White List
Management

Broad Regional and
Country Support

Infegrated ANPR
Solution

S
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Eﬁ%}
Low Power —”
Consumpftion

Milesight LPR cameras can
automatically identify license plates

Milesight LPR cameras are supported
fo capture and recognize vehicle

Milesight LPR came

ras are fully

compadftible with Mi

esight back-end

ar) O

iNnformation on whitelists or blacklists
and take real-time actions, which is
oerfect for entry and exit systems.

plates from multiple countries and
regions including Mid-East, Africa,
Asia-Pacific, America, Europe,

mMmanagement system and support
third-party integration with CGI/APIs,
iNncreasing the operationdal efficiency.

Russian-speaking countries.

| [ | |
Application Scenarios | P
< it A g LSS By ‘;;;.L*:s- i::gl w:

Milesight leverages cutting-edge fechnologies, including Sensory L A A
oG & lol for Ultimate Intelligent Surveillance System, IoT technology, 66, Al deep learning, to redlize an siForcst Noh oo s

iNnfelligent and highly integrated 5G AloT solution, which is beyond
just data collection also draws actionable insights, catering for
the scenarios which are not suitable for laying wired network and

In addifion To Al deep learning, Milesight furrher combines the cutting-edge 5 and loT technology in the 5G AloT Camera o
make it a powerful security hybrid for remote video surveillance systems, making high definition video feeds available with

- L = - 3 - . =
- ‘-l"fj wiill - e T N ;-'-r . = el g gl : i Ay =i Th i
T i i =N = i = g s g LR el O b i S N BT W e i s L
I 1 | By ot Py e [y L g = ."-" - "I'.:"-l' -ﬁ R o g < B P s '-E:-. g |
I e e IR m ] I T i et S L s L e L
e B = "r‘"- e el r "-.--,. _'-.-.:_ ".l{- | "‘l'._ S P g s j‘_ ol L = L
e iy r Sl Ry e =g G il g - & e ' -.-I"'I|I "f.u-‘;- i
[ | T % .-' lj . z . ::r '| ) "'--" E. - . = . 'Ill il y = el e g l: . ; F il E & ’ '
- = : Fd - E] —— e FI i s L e A il Sl . - e i S 0 [
== = - L I*dlﬂ - re?_-* L .«ﬁ}'{; "
- = - o " "
. | .l b ST 7 "W‘gﬁ' :
; ot Al

¥
i o . “’-‘ -

J L : N e

o - s -

near-elimination of latency. Aggregatfing video insights, datra from lol devices enable sifuational awareness and analyfics-driven
INsights.
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PlZ to Move Your Worla

Pan, Tilt and Zoom Tasks

® Up fo 360° Endless Pan & 95° Tiltf
® Pan Speed up to 450° /s & Tilt Speed up to 360° /s
® Flexible Zoom Options from 35X 1o 42X

e |deadl for Wide-area and Long-distance Survelllance

3D Positioning & Keyboard Control

3D Positioning and Keyboard Control allow users to easily
adjust the angle of cameras’ view and zoom ratio by just
using d mouse or a keyboard fo get more details from

region of inferest.

On-board/Client-side Dewarping

Milesight fisheye cameras support two ways of dewarping,
Pringing users great flexibility during operation.

® On-board Dewarping.
Easy infegraftion with third-party VIMS
@ Client-side Dewarping.

Flexible viewing modes in Live View and Playback

PTZ Privacy Mask

PTZ Privacy Mask features a 3D coordinate system to protect people’s
privacy. It can keep the specified area masked through manuadl
operations from monitoring Nno matter how cameras pan/tilt/zoom.

oom in

I i I
TAanrn ok
£O0IM Oul DAaniTilt {7 Aanry
el 1/ | :]',E.rf..k_fuJI]1
A
"

Stunning Dewarping ADbility

The embedded dewarping algorithm can smoothly and fast alter
original spherical images info plane images tfo offer users a complete
overview of a wide area without disfortion.

oog
oog
000

9 Display Modes: O «— 3
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Two Compatible Modes

e Bundle-stream Mode - For Better Compatibility

Bundle all channels info one stream and send it To NVR or VMS.

e Multi-Channel Mode - For Easy Operation
Send all the original channels to NVR or VMS, allowing separate

configurations of each channel.

Outstanding Viewing Experience

AK/12MP High Resolution 180° /360° Wide Angle Viewing 3X to 42X Optical Zoom O60fps/90fps/ 100fps High Frame Rate

Clear Vision at Night

0.001Lux Starlight

Equipped with Sony Starlight sensor, Milesight cameras
can deliver full-color images even in extremely low-light
situations without the need of any supplementary light

SOurces.

By Mlleslg th -

By Conventional Camera

smart IR Il Technology

Smart IR Il Technology can adjust the IR illumination
iNnfensity automatically as the camera zooms in and
out, providing a uniform IR coverage and clear mages
even In complete darkness.

MILESIGHT Al NETWORK CAMERA KEY FEATURES I
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Excellent Details Under Backlighting

3 In | Super WDR Pro-140aB

Milesight Super WDR Pro fechnology reaching up fo 140dB
combines 3 frames with mulfiple exposures fo get the optimal

iImages In high contrast lighting situaftions.

BLC (Backlight Compensation)

HLC (Highlight Compensation)

HLC compensates for overexposure from strong source of

ight and prevents blinding of cameras especially at night time
from headlights, enhancing license plate readabllity.

HLC Off

BLC opftimizes underexposure in the foreground and background of the video by correcting different exposure regions of the scene with

varying levels of light.

Advanced lechnologies

High-quality Deblur

Speed up the shutter speed under
certain gain range to remove blurring
arfifacts caused by high-speed
mofion.

eblur On//| | |
” -l!.lhmfér

0/

Rotate images 90 degree

clockwise or anfti-clockwise
fo offer a beftfter viewing
experience in tall and narrow
survelllance scenarios.

. Comprehensive
P_Iris Control <7 P

Defogging

Adjust automatically and precisely the Provide clear images in hazy and
ris opening in response to changes in foggy weather with the built-in fan
ight levels, offering opftimal image and heater as well as embedded
quality with good depth of field. defogging algorithm.

s

DIifele) (Clifif

Electronic Image
Stabilization

Detect cameras’ vibration
and automatically adjust frames
fo align with motion
informartion, enabling cameras
to record steady videos.

Simplicity

em Upgrade

software Version: 43.7.0.74

Online Upgrade

Browse. ..

Local Upgrade

: . . L Reset after Upgrading
Users can updafte cameras firmware by just one |
' ' | i Online Upgrade
simple click in The web inferface to get and

Wi gy

lote: Do not disconnect the power of the device duning the upge

explore the laftest new firmware version.

|
& G|
=

User-friendly Ul Design —L

New upgraded Milesight Ul is desighed with

unique user-friendly logic to deliver a more e
_
orderly and more efficient user interface. . i

INnteroperabllity

Extensive Compatibility with the Third-party

Offer more flexibility To users by deepening communication with different security system through CGl.

<™
MIRASYS| | o _
o= _ - -\
P y I - \
H 2 i \
"V ez-- -~ 4 milestone _- - !
- =] ;.8 il / - 7
o J LU)!f’Ot /28 3 Y 3
® _ . ~ ,Q f,f ;___;h -~ _ @ =\ .
ﬂetWOI kOpth R ; ” aF EEEQ -~ - == Ekﬁj |\ %logy
VIDEOINSIEHT "~  © =, \ ' J'!UUO -
Campus Security Simpliﬁ_f:d ~ r}».. . 'lll \ ;_ ¥ =l ,’ \%EDIGIEVER
\ P : \ -
\ W . i \ =
\ 4 y - e =
AP R
N o L

ONVIF Profile G/Q/S/T SIP/VolP

Fasy to be integrated into security systems EE\ Support SIP funcfion which can infegrate with
on the basis of the ONVIF protocols by various VolP telephony systems fo build a complete
supporting ONVIF profile G/Q/S/T. OnviIF communication system.

IPv6 Compatible

Provide a greater numlber of tfoftal unigue
Infernet addresses and an improved |evel
of security of data packets.

MILESIGHT Al NETWORK CAMERA KEY FEATURES I
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*Cybersecurity

Two Colors Available mMicroSD/SDHC/SDXC Card Slot
| Digital Watermark Encryption
HTML5 Streaming Ready 0 yP E—
The barrier-free connection between Milesight cameras Every individual bit of the video exported from Milesight .
and browsers is built with HTML5 streaming to access to cameras is embedded with watermark information which Smoked Dome Cover ............... £ ® DE 12V
all configurations and functions without downloading could only be checked under Milesight back-end devices 1o
extra plug-in. avoid video tampering and ensure the security of dato S e U Alarm I/O & Audio Out/DC 12V
transmission. x‘“\

Ethernet Port (PoE)

Cable Management

eeeeteeee e saeens Water-proof Connector

Clamshell Design

(Milesight Al Motorized Pro Dome Camera)

Security Certification

Milesight is an ISOQ001 authorized company and Milesight products are certificated with CE, FCC, LVD, RoHS, etfc., meeting
the daunting and demanding reguirements of global security industry.

(€ K

COMPLIANT

, RoHS
V) P @uew  ensoss ISO
Jllllm"""ul' an W 3 - w

180° Panoramic View

2*IR LEDs with 180° Uniform Coverage

[ ]
-.'
L ]
'l'.-
[ ] ...'
] "
.
l.-
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Structure

Full Protection

Rubber Plug
Milesight cameras are engineered with |IP6/-rated and |IK10-rated housing to guarantee a stable and reliable operation. It can

withstand exfreme femperatures as low as -40°C and as high as 60°C, ably avoid lightning strikes and electrical surges with 6KV surge
protection in harsh climates. Also complying with the ENS0155 standard, Milesight Vandal-proof Mini Dome Network Camera is able to
offer excellent anfi-vibration performance even in applications on board trains, frams, and mefros.

Built-in Mlcrophone ................. .. Rubber Rlng

Rese'l' Bu'l"l'on ............................. : : :
| T S—— Point-contact Power Supply

MicroSD/SDHC/SDXC Card Slof  «weeeereseresesmsmsmsnnanas 5

S Junction Box

3"A)(i$ MeChanical Design .................................................

Ethernet Port (PoE)

(Milesight Al 180° Panoramic Mini Bullet Camera)

MILESIGHT Al NETWORK CAMERA KEY FEATURES




2/5/8 Megapixel Al IR Mini Dome Camera 2/5 Megapixel Al Weather-proof Mini Dome Camera

H.265" / ULTRA-MINI SIZE / 3-AXIS MECHANICAL DESIGN / 256G / PoE / SIP H.2657 / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / PoE / SIP
ONVIF EE B KEY FEATURES ONVIFIE@ M KEYFEATURES
White Black White Black
e Al Deep Learning ® Al Deep Learning
@ @ e 0.002Lux Starlight @ %? e 0.002Lux Starlight
ﬁ! /3' e 140dB Super WDR

Mo e 140dB Super WDR

| | e Smart IR Il with 20m IR Distance Miesig B
' e O0fps High Frame Rate

e Built-in Microphone

e Built-in Microphone

® Recessed Installation e Integrated Juncftion Box

® [Recessed Installation

2MP SMP

MS-C2983-RPC MS-C5383-PC MS-C8183-PC
2MP oSMP 4K

Megapixel Megapixel |

Image Sensor 1/2.8" Progressive Scan CMOS Image Sensor _ 1/2.8" Progressive Scan CMOS

Lens 2.8mm/Amm/6mm@F1.6 Lens 2.8mm/Amm/6mm@F1.6

Field of View H111° /D 128° /V61° (2.8mm) H105° /D131° /V78° (2.8mm) H110° /D 126° /V60° (2.8mm) Field of View H111°/D128°/V61°(2.8mm) . H105°/D131°/V78°(2.8mm)

Max. Frame Rate 60fps@(1920x1080) 30fps@(2592x1944) 30fps@(3840x2160) W Tiaime etie | 601ps@(1920x1080) _ 30fps@(2592x1944)
Color: 0.002LUX@F1.2 Color: 0.005LUX@F1.2 Color: 0.01LUX@F1.2 T xrbie i Zoor oL@ 2

Min. lllumination Color: 0.005LuUx@F1.6 Color: 0.008Lux@F1.6 Color: 0.012Lux@F1.6 in. NIUMINAnon s . - e LS -
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on _ | B/W: OLUux with IR on | B/W: OLux with IR on

| | WDR 140dB Super WDR 120dB Super WDR

WDR 140dB Super WDR 120dB Super WDR | _. |

_ | " | Video Compression H.265"/H.265(HEVC)/H.2647/H.264/MJPEG
Video Compression H.265%/H.265(HEVC)/H.264* /H.264/MJIPEG

| SO IPv4/IPvé, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP,
IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP, OGO Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

O 108MmMmMX26.5mm/600g(Junction Box Version)

Dimensions/Weight ®106mmX76.5mm/410g(Cable Out Version)

Dimensions/Weight O?7.8mmX57.9mm/200g

2/5/8 Megapixel Al Vandal-proof Mini Dome Camera 2/5 Megapixel Al 3X AF Motorized Dome Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / PoE&DC / SIP

UnviF gn mm KV FEATURES OnviFlB@ mm  KEY FEATURES

White Black

* Al Deep Learning = e Al Deep Learning
@ @4? @ ® 0.002Lux Starlight @ @ e e 3X Optical Zoom, Auto Focus

IP67 IK10 ENS01585 UL IP67 IK10

¢ 140dB Super WDR e 0.002Lux Starlight

Milesight

e Smart IR Il with 30m IR Distance
e O60fps High Frame Rate
e UL Certified & ENSO155 Compliance

® Built-in Microphone e [nfegrated Junction Box

® Audio I/O, Alarm /O, Pok & DC 12V

e 140dB Super WDR
e Smart IR Il with 35m IR Distance

e Built-in Microphone

MS-C29/5-REPC MS-CS8375-EPC
Megapixel 2MP SMP
MS-C29/3-RPC MS-C53/3-PC MS-C81/73-PC |
Image Sensor 1/2.8" Progressive Scan CMOS
Megapixel 2MP SMP 4K
| - | Lens 2.8~8.4Amm, 3X Opfical Zoom
Image Sensor 1/2.8" Progressive Scan CMOS | |
Field of View H111°~ H48° /D130° ~D55° /V60° ~V27° H101°~RH42° /D 129°~[D53" IV 74"~V 3 1°
lens 2.8mm/dmm/6mmeF1.6 | |
| _ | | Max. Frame Rafe 60fps@( 1920x1080) 30fps@(2592x1944)
Field of View HI1T1° /D128 /NV61 (2.8mm) HIOS /D131 [NV 78" (2.8mm) H110°/D126° /V60° (2.8mm) L .
Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2
Max. Frame Rate OOfDS@(]QQOX]UBO) 30fps@(25‘?2)(1944) 30fps@(3840x2160) Min. lllumination Color: 0.005Lux@F1.8 Color: 0008l ux@F1.8
Color: 0.002LUX@F]1.2 Color: 0.005Lux@F1.2 Color: 0.01LUX@F1.2 | B/W: OLux with [k on B/W: OLux with R on
Min. lllumination Color: 0.005Lux@F1.6 Color: 0.008Lux@F1.6 Color: 0.012Lux@F1.6 " |
B/W: OLuX with IR on B/W: OLUX with IR on B/W: OLUX with IR on LI _ FRAEAUDET Rk LeEh P R
| | Video Compression H.265"/H.265(HEVC)/H.264"/H.264/MJPEG
WDR 140dB Super WDR 1200B Super WDR
| | IPv4/IPv6, ARP, TCP, UDP, RTCP, RITP, RISP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP,
Video Compression H.265%/H.265(HEVC)/H.264%/H.264/MJPEG Protocol Bonjour, SIP, PPPoOE, VLAN, 802.1x, Qo0S, IGMP, ICMP, SSL

IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HTTIP, HTTPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNMP, UPnP,

Dimensions/Weight O 108MmMmMX26.5mm/6209g

Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight 118.5mmX110.8mmX65mm /5009
N | ] B Al MINI CAMERA SERIES Al MINI CAMERA SERIES I 12 IS



2/5/8 Megapixel Al Motorized Dome Camera

H.265" / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / PoE&DC / SIP

| KEY FEATURES
ONVIF BE A

White Black

e Al Deep Learning

@ @ @ e Motorized Zoom Lens
T trer e /‘\ e 100fps High Frame Rate
e 0.002Lux Starlight

M:-’Es ,r'g hi

e 3In 1 Super WDR Pro-140dB
e Smart IR Il with 50m IR Distance

e |nfegrated Junction Box

Megapixel
Image Sensor 1/2.8" Progressive Scan CMOS
lens Moftorized 2.7~13.5mm/3.0~10.5mm/7~22mm@*F 1.4, P-Iris(Optional) Motorized 2.7~13.5mm@F1.4, P-lris(Optional)
Field of View H111°~H34° /D130° ~D39° /V60° ~V19° (2.7~13.5mm) H99° ~H31° /D 124° ~D38° /\V72° ~\VV23° (2.7~13.5mm) H107°=H33°% /101257 =[D37% A/H8° =\ 187
60fps@(19220x1080) |
Max. Frame Rafe | 400r0s@(1920x1080)(Optional for T Series) SHIDSHI Srex v 30fps@(3840x2160)
Color: 0.002Lux@F 1.2 Color: 0.0051 ux@f1.2 Color: 0.0TLupc&f1.2
Min. lllumination Color: 0.005Lux@F1.4 Color: 0.008Lux@F1.4 Color: 0.012Lux@F1.4
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
140dB Super WDR
WDR (Super WDR Pro is opfional for T Series) UG SRS VLIS
Video Compression H.265"/H.265(HEVC)/H.264*/H.264/MJPEG
Dt | IPv47IPve, ARP. TCP, UDP, RICP, RIP;. RISP. RIMP. HTIP. AITPS: DNG, RDNG, DRCP, FIP. NIP, SMIP, SINMVP; UPRP,
ro1oC0 Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight O 130mmXT115mm/780g

2/5/8 Megapixel Al Weather-proof Mini Bullet Camera
H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

KEY FEATURES

O“VlF‘ E E e Al Deep Learning
@ @ @ e 0.002Lux Starlight
Al 4K IP67 1K10 e [40dB Super WDR

e Smart IR Il with 50m IR Distance
e O0fps High Frame Rate
e Audio |/O, Alarm /O, Pok & DC 12V

e Unigue Sunshield Design

MS-C2963-RPC M5-C5563-PL MS-C8163-PC
2MP SMP 4K

Megapixel

Image Sensor 1/2.8" Progressive Scan CMOS

Lens Amm/2.8mm/6mm @F1.6

Field of View H?1°/D106° /V50° (4mmm) H86° /D 108° /V63° (4dmm) H?1°/D106° /V50° (4dmm)

Max. Frame Rafe 60fps@( 1920x1080) 30fps@(2592x1944) 30fps@(3840x2 160)
Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2

Min. lllumination Color: 0.005Lux@F1.6 Color: 0.008Lux@F1.6 Color: 0.012Lux@F1.6
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on

WDR 140dB Super WDR 120dB Super WDR

Video Compression H.265/H.265(HEVC)/H.264+/H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FIP, NIP, SMTP, SNMP, UPnP,

Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, Q0S, IGMP, ICMP, SSL

Dimensions/Weight O 76mmXx214.5mm//750g

BN |13 s Al MINIF CAMERA SERIES

e Built-in Microphone, Audio |/O, Alarm |/O, PokE & DC 12V

MS-C29/75-R(T)F(DHPC MS-CS375-F()PC MS-C8175-F(HPC
2MP SMP 4K

2/5/8 Megapixel Al Vandal-proof Mini Bullet Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / PoE / SIP

ONVIFIERE KEY FEATURES

® Al Deep Learning
@ @ @ . ®0.002Lux Starlight
Mie,

IP67 K10

® 140dB Super WDR
eSmart IR II with 30m [R Distance
® 60fps High Frame Rate

® Point-contact Power Supply

MS-C2964-RPC MS-C5364-PC MS-C8164-PC
2MP SMP 4K

Megapixel
Image Sensor 1/2.8" Progressive Scan CMOS
L=k 2.8mm/4mm/omme@F1.6
Field of View HT111°/D128° /V61°(2.8mm) H105° /D 131°/V/78°(2.8mm) H110°/D126° /V60° (2.8mm)
Max. Frame Rafe 60fps@(1920x1080) 30fps@(2592x1944) 30fps@(3840x2160)
Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2
Min. lllumination Color: 0.005Lux@F1.6 Color: 0.008Lux@F1.6 Color: 0.012Lux@F1.6
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
WDR 140dB Super WDR 120dB Super WDR
Video Compression H.265"/H.265(HEVC)/H.2647/H.264/ MJPEG
IPvdfiPve. ARP, TGP, UDP, RICE, RIE, RIGE, RIME, BIR, HIIPS, DN, DDING, DEC P, EIP.. NIP, SMIP, SNME, UPRP,
Profocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight 7/mMmX74mmX180mm/610g(Junction Box Version)

OOAMMX160mm/450g(Cable Ouf Version)

2/5/8 Megapixel Al Motorized Bullet Camera

H.265" / ULTRA-MINI SIZE / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / PoE&DC / SIP

KEY FEATURES
e Al Deep Learning

ONVIFIEEER
I

IP67 IK10

e Motorized Zoom Lens

e 0.002Lux Starlight

e 3in | Super WDR Pro-140dB

e 100fps High Frame Rate

e Smart IR I with 50m IR Distance

e Infegrated Junction Box

e Audio |/O, Alarm /O, Pok & DC 12V

MS-C2964-R(T)F(l)PC MS-C5364-F(1)PC MS-C8164-F(l)PC
2MP SMP 4K

Megapixel
Image Sensor 1/2.8" Progressive Scan CMOS
] Moftorized 2.7/~13.5mm/3.0~10.5mm/7~22mm@F1.4 Moftorized 2.7~13.5mm@F1.4
=l P-Iris(Optional) P-Iris(Optional)
Field of View ' H88° ~H32° /D 108° ~D37° /V49° ~V 18° H84° ~H30° /D 1056° ~D37° /V62° ~\VV22° - - 5 o 5 o .
(2. 7~13.5mm) (2.7~13.5mm) H93° ~H32° /D 109°~D39° /V53°~V 18
100fps@( 1920x1080)(Optional for T Series) SRR Ca ok Ly OIS etak e Jin)
Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2
Min. lllumination Color: 0.005Lux@F1.4 Color: 0.008Lux@F1.4 Color: 0.012Lux@F1.4
B/W: OLux with IR on B/W: OLux with IR on | B/W: OLux with IR on
WDR 140dB SUDGI’ WDR 120dB SUDSI’ WDR
(Super WDR Pro is opfional for T Series)
Video Compression H.265"/H.265(HEVC)/H.264*/H.264/ MJPEG
Brof | IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HIIP, HTTPS, DNS, DDNs, DHCP, FTIP, NIP, SMIP, SNMP, UPnP,
Lt Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight O/6mmX2392.5mm/8259

Al MINI CAMERA SERIES I
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2/5/8 Megapixel Al Motorized Pro Dome Camera

H.265" / MOTORIZED ZOOM LENS / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / CLAMSHELL DESIGN / 256G / SIP

‘DnVI FIEREE KEY FEATURES
G SRT
White  Black ® Al Deep Learning

e [/1.8" STARVIS Starlight Sensor
G ﬁ

IP67 1K10 ® 0.00TLux Starlight
A Milesight e 3in 1 Super WDR Pro-140dB
pTen: Mems * 100fps High Frame Rate

¢ Smart IR Il with @Q0m IR Distance

e Built-in Microphone

_ e Audio Out, Alarm [/O, PokE & DC 12V
- o Integrated Cable Management

Recessed Installation

MS-C2872-TF(1)PC MS-C2972-R(T)F()PC MS-C5372-F(1)PC MS-C8172-F(1)PC MS-C8272-F(I)PC
| 5MP | AK

Megapixel 2MP

'Imc:[ge Sensor . 1/2" Progressive Scan CMOS . .1/2.8" Progressive Scan CMOS- 1/1.8" Progressive Scan CMOS
l ens Motorized 3.6~10mm@F1.4 Motorized 2.7~13.5mm/3.0~10.5mm//~22mm@F1.4 Motorzed 2 7~135mm@F14 | Motorzed 3.6~10mm@F1 4
P-Iris(Opfional) P-Iris(Opfional) P-Iris(Optional) P-Iris(Optional)
Fiald o Mieu H96° ~H42° /D111° ~D48° H92° ~H32° /D107° ~D37° H89° ~H30° /D111°~D37° H96° ~H33° /D112° ~D37° H110°~H46° /D126° ~D54°
/\/55° ~\/23° | /VO1°~V18°(2.7~13.5rmnm) [NV66° ~\22°(2.7~13.5mm) /\V/53° ~\/18° | /NV61° ~V25°
60fps@(1920x1080),
Max. Frame Rate 100fps@(1920x1080) 100fps@(1920x1080) 30fps@(2592x1944) 30fps@(3840x2160)
(Optional for T Series)
Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2 Color: 0.005LUx@F1.2 Color: 0.0TLUx@F1.2 Color: 0.006Lux@F1.2
Min. lllumination Color: 0.002Lux@F1.4 Color: 0.005Lux@r1.4 Color: 0.008Lux@F1.4 Color: 0.012Lux@F1.4 Color: 0.009Lux@F1.4
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
' 1400B Super WDR '
WDR 140dB Super WDR Pro (ErerWOR Pl E optiohal for T Seiies) 120aB Super WDR
Video Compression H.265*/H.265(HEVC)/H.264*/H.264/MJPEG
B IPv4/IPvOo, ARP, TCP, UDP, RTCP. RIP, RISP, RIMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP,
Bonjour, SIP, PPPoOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight O143mmX108.4mm/ 11009

2/5/8 Megapixel Al Motorized Pro Bullet Camera

H.265" / MOTORIZED ZOOM LENS / IP67 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

ONVIFIBRE KEY FEATURES
e Al Deep Learning

@ @ e ]/1.8" STARVIS Starlight Sensor
Al 4K IPa7 e 0.001Lux Starlight

e 3 in 1 Super WDR Pro-140dB
e ]00fps High Frame Rafe
e Smart IR Il with 100m IR Distance

e Audio |/O, Alarm |/O, PokE & DC 12V
e PTFE Membrane

e [nfegrated Junction Box

MS-C2862-TE(I)PC MS-C2962-R(T)F(I)PC MS-C5362-F(1)PC MS-C8162-F(1)PC MS-C8262-F(I)PC
5MP | 4K

Megapixel 2MP

Image Sensor . 1/2" Progressive Scan CMOS 1/28" Progressive Scan CMOS | 1/1.8" Progressive Scan CMOS
| ens Motorized 3.6~ 10mm@F1.4 Motorized 2.7~13.59mm/3.0~10.5mm/7~22mm@F1.4 Motorzed 2. 7~135mm@E14 = Motorized 3.6~10mm@E1 4
P-Is(Optional) P-Iris(Optional) P-Iris(Optional) P-ris(Optiondl)
TRCTIR L HO6° ~H42° /D111° ~DAg° H92° ~H32° /D107° ~D37° H89° ~H30° /D111°~D37° H96°~H33°/D112°~D37° | H110°~H46°/D126° ~D54°
/V55°~V23° | /V51°~V18° (2.7~13.5mm) [N66° ~\/22°(2.7~13.5mMm) /\V/53° ~\/18° | IN61° ~\V25°
60fps@(1920x1080),
Max. Frame Rate 100fps@(1920x1080) 100fps@(1920x1080) 30fps@(2592x1944) 301ps@(3840x2160)
(Optional for T Series)
Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2 Color: 0.006Lux@F1.2
Min. lllumination Color: 0.002Lux@F1.4 Color: 0.005Lux@r1.4 Color: 0.008Lux@F1.4 Color: 0.012Lux@F1.4 Color: 0.009Lux@F1.4

B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on

WDR 1400B Super WDR Pro IO spext WDR

(Super WDR Pro is optional for T Series) 120dB Super WDR
Video Compression H.265"/H.265(HEVC)/H.264*/H.264/MJPEG
Protocol IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HITP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMITP, SNMP, UPnP,

Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight 134mmX126mmxX285mm/ 1080Qg

B Al PRO CAMERA SERIES

MS-C2866-TF(I)PC MS-C2966-R(T)F()PC MS-C5366-F(1)PC MS-C8166-F(l)PC MS-C8266-F(1)PC
P SMP 4K

MS-C2866-X4TPC MS-C2966-X12R(T)PC MS-C5366-X12PC MS-C8266-X4PC
P SMP 4K

2/5/8 Megapixel Al Motorized Pro Bullet Plus Camera

H.265™ / MOTORIZED ZOOM LENS / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / PoE&DC / 256G / SIP

ONVIE|IBE KEY FEATURES
e Al Deep Learning

@ @ @ e |/1.8" STARVIS Starlight Sensor
Al 4K 1Pe/ IKIO e 0.001 Lux Starlight
| | e 3in 1 Super WDR Pro-140dB

e ]00fps High Frame Rate

e Smart IR Il with 100m IR Distance

e Audio |/O, Alarm /O, PokE & DC 12V

e [nfegrated Junction Box

Megapixel 2M

Image Sensor 1/2" Progressive Scan CMOS . 1/28" Progressve Scan CMOS 1/1.8" Progressive Scan CMOS
| ens Moftorized 3.6~ 10mm@F1.4 Motorized 2./~13.5mm/3.0~10.5mm/7~22mm@F1.4 Motorized 2. 7~13.5mm@F14 = Motorzed 3.6~10mm@F]1 4
P-Ins(Opfional) | P-Iris(Optional) P-lris(Optional) P-lris(Optional)
Eelc o e H100° ~H45° /D116° ~D51° H1 13°=H35" /D) 130" =038 H113°~H33°/D138° ~D42° H110°~H33° /D 128° ~D38° H116°~H48° /D 134° ~D55°
/\/57° ~\/25° /V60° ~V18° (2.7~13.5mm) /V83° ~V25° (2.7~13.5mm) /NV60° ~V18° INBBY =N T
60fps@(1920x1080),
Max. Frame Rate 100fps@(1920x1080) 100fps@( 1920x1080) 30fps@(2592x1944) 30fps@(3840x2160)
(Optiondl for T Series)
Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.01Lux@F1.2 Color: 0.006Lux@F1.2
Min. lllumination Color: 0.002Lux@F1.4 Color: 0.005Lux@F1.4 Color: 0.008Lux@F1.4 Color: 0.012Lux@F1.4 Color: 0.009Lux@F1.4

B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
| 1400B Super WDR

WDR RS oXal Weldis e (Super WDR Pro is optional for T Series) 120aB Super WDR
Video Compression ' H.265/H.265(HEVC)/H.264*/H.264/MJPEG
B e IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HITPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP,

Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
Dimensions/Weight 30TmMmMX108MmMmMX28mm/1630g

2/5/8 Megapixel Al 4X/12X Pro Bullet Plus Camera

H.265" / IP67 / IK10 / 3-AXIS MECHANICAL DESIGN / 256G / SIP

ONVIFIBE KEY FEATURES

e Al Deep Learning
XL

o A4X/12X Opftical Zoom, Auto Focus
po7 K10 e 0.001Lux Starlight
e 3In 1 Super WDR Pro-140dB
e ]00fps High Frame Rate
e Smart IR Il with 180m IR Distance
e Audio |/O, Alarm |/O, PokE & DCI2V
e PTFE Membrane

e Intfegrated Junction Box

Megapixel 2M

Image Sensor 1/2" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS 1/1.8" Progressive Scan CMOS
Lens 8~32mm, 4X Optical Zoom 5.3~64mm, 12X Optical Zoom 8~32mm, 4X Optical Zoom
Field of View H44° ~H13° /D51°~D 15° /V25° ~V/° |H61° ~H5° /D69° ~D5° /V36° ~V2° | H5/7°~H4° /D69° ~D&° /NV44° ~V/ 1° H44° ~H13° /D51°~D 15° /V25° ~VV/°
| | 60fps@( 1920x1080), | |
Max. Frame Rate 100fps@( 1920x 1080) 100fps@( 1920x1080) 30fps@(2592x1944) 30fs@(3840x2 160)
| (Optional for T Series) | |
Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2 Color: 0.006Lux@F1.2
Min. lllumination Color: 0.002Lux@F1.6 Color: 0.005Lux@F1.6 Color: 0.008Lux@F1.6 Color: 0.009Lux@F1.6
| B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
140dB Super WDR
Ll 140dB Super WDR Pro (Super WDR Pro is optional for T Series) 120dB super WDR
Video Compression H.209"/H.265(HEVC)/H. 264" | H .264/NJPEG
Brot | [Pva Py, ARETCEP. UDER: RICP. RIP: REsE. RIKE, TP, HTIES, BiNG, IPINS, DRCP FIE, INIR, SMIP, SINMP.,
Sl UPNP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight | 320mmX134mmX126mm/ 1445.89 320mmxX134mmxX126mm/ 14479 320mmX134mmxX126mm/1445.89

Al PRO CAMERA SERIES I
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2/5/8 Megapixel Al Pro Box Plus Camera

H.265" / POE & DC / 0.001LUX ULTRA LOW-LIGHT / 256G / SIP
KEY FEATURES

2/5 Megapixel Al 12X PTZ Bullet Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / 256G / SIP

ONVIFIEREE
e Al Deep Learning @

e 0.00TLux Starlight Al IP66
e 3in | Super WDR Pro-140dB

e |00fps High Frame Rate

® Audio I/O, Alarm /O, PokE & DC 12V

MS-C2852-TPC MS-C2852-R(T)PC MS-C5352-PC MS-C6I152<PC MS-C8252-PC
P SMP 4K

Megapixel 2M
1/2" Progressive Scan CMOS

KEY FEATURES

Al Deep Learning

360° Endless Pan & 75° Tilt

12X Optical Zoom

smart IR I with 140m IR Distance
0.002Lux Starlight

3 Iin | Super WDR Pro-140dB
Infelligent White LED

Audio /O, Alarm /O, Pok & DC 12V

MS-C2961-X12R(T)PC MS-C5361-X12PC
| 2MP 5MP _

ONVIFIERBE R
Al (&
Al 4K

Wall Mount Pedestal Mount

Megapixel |

Mage Sensor | 1/2.8" Progressive Scan CMOS

L ens 5.3~64mm@F1.6~F2.8, 12X Optical Zoom, 16X Digital Zoom

| H61°~HS® /D69° ~D5° /V36° ~V2° | HS5/7° ~H4° /D69° ~D5° /V44° ~\V/1°

60fps@(1920x1080),
100fps@(1920x 1080)(Opftional for T Series)

Image Sensor 1/28" Progressive Scan CMOS

C /0o & PHs/lC-Ins

1/1.8" Progressive Scan CMOS
Mount & Iris

Field of View
60fps@(1920x1080),

100fps@( 1920x1080)
(Optional for T Series)

Max. Frame Rate 100fps@( 1920x1080) 30fps@(2592x1944) 30fps@(3840x2160) 30fps@(2592x1944)

Max. Frame Rate

Min. [llumination

WDR

Color: 0.001Lux@F1.2
B/W: 0.0005Lux@F1.2

140dB Super WDR Pro

Color: 0.002Lux@F1.2
B/W: 0.001Lux@F1.2

140dB Super WDR

Color: 0.005Lux@F1.2
B/W: 0.002Lux@F1.2

Color: 0.01Lux@F1.2
B/W: 0.005Lux@F1.2

120adB Super WDR

Color: 0.006Lux@F1.2
B/W: 0.002LUx@F1.2

Min. [lumination

Color: 0.002Lux@F1.2
Color: 0.005Lux@r| 6
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color; 0.008Lux@F1.6
B/W: OLux with IR on

360° endless; Pan Manual Speed: 0.1"--50“ /s. Pan Preset Speed: 50° /s

Sl . Pan Range/Pan Speed
(Super WDR Pro is optiondl for T Series) _

Tilt Range/Tilt Speed -45° ~30°; Tilt Manual Speed: 0.1°~25° /s, Tilt Preset Speed: 25° /s

Shutter Time 1/100000s~1s

300 Presetfs/8 Patrols/4 Patfterns
WDR 140dB Super WDR (Super WDR Pro is optional for T Series)

Preset/Patrol/Pattern

Day/Night Mode Day/Night/Auto/Cusiomize/Schedule

120dB Super WDR

S/N >55dB

Video Compression H.265"/H.265(HEVC)/H.264+/H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP,
Profocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

160mMmMX273.5mmX2 10mm/2Kg (Wall Mount)

Video Compression H.265*/H.265(HEVC)/H.264*/H.264/MJPEG

Video Bit Rafe 16Kbps~16Mbps(CBR/VBR Adjustable)

Privacy Masking Up to 28 areas(24 mask areas and 4 mosaic areaqs) Sl Lt L 218mmX120mmX172mm/1.8Kg (Pedestal Mount)
ROI Up to 8 areas
Image Setfing 1"RJA5 TOM/100M Efhernet Port

2/5/8 Megapixel Al §X/20X/23X PTZ Bullet Plus Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / 256G / SIP

KEY FEATURES
ONVIF AR

Neftwork Storage NAS(Support NFS, SMB/CIFS), ANR

IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HTIP, HTTPS, DNS, DDNS, DHCP, FIP, NIP, SMIP,

Profocol SNMP, UPnP, Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Audio Compression G T ARC G 7226 120 e Al Deep Learning
Audio 1/O 1/1 @ e 360° Endless Pan & 75° Tilt
. . . . . . . . . . . . . o 5X/20X/23X Optical Zoom
Video Analysis Region Enfrance, Region Exifing, Advanced Mofion Deteciion, Tamper Defection, Line Crossing, Loitering, Object Left, Object Removed Al  |IP66 : :
| e Smart IR Il with 180m IR Distance
race Delechion Delect and capiuie faces, gerl real-1lime snapshols e (0.001Lux Starlight
: . _ _
;ic;plirfounhng Count the number of people entering or exiting, up to 4 detection areas for regional people counting = i | Sl V.VDR _Pro s
- _ * Intelligent White LED
Alarm 1/O 1/1 ® Audio I/O, Alarm /O, Pok & DC 12V
| | ® New-generation PIZ Motor
Storage NAS(Support NFS, SMB/CIFS); Support microSD/SDHC/SDXC Card Local Storage, up to 256G

Heat Map, Privacy Masking, BLC, HLC, 2D DNR, 3D DNR,

Advanced Function Defog, AWB, EIS, IP Address Filtering, AGC, Anti-flicker, Corridor Mode, Deblur, Watermark

Megapixel 2M |

MS-C2867-X20TPC MS-C296/7-X23R(THPC MS-C5367-X23PC MS-C8267-X5PC MS-C826/7-X20PC
2 SMP 4K

SIP/VolP Support Yes, Voice & Video-over-IP

Image Sensor 1/2" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS 1/1.8" Progressive Scan CMOS

Event Trigger Motfion Detection, Network Disconnection, Audio Alarm, External Input, efc.

6.4~128mma@F1.6~F4.0,
Lens 20X Opfical Zoom,
16X Digital Zoom

1 1~55mm@F1.7~F2.1, 16.4~128mm®@F1.6~F4.0,
oX Opftical Zoom, 20X Optical Zoom,
16X Digital Zoom 16X Digital Zoom

O~ 11/mm@a@F1.5~F3.5,
23X Optical Zoom,
16X Digital Zoom

Event Action FTP Upload, SMTP Upload, SD Card Record, External Output, SIP Phone, HTTP Notification, efc.

IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HTIP, HITPS, DNS, DDNS, DHCP, FIP,

Profocol NTP, SMTP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

H60° ~H3° /D67° ~D4° N37° ~V1° | HOO® ~H3° /D69° ~D4° /N/35° ~V/2° | HB5° ~H3° /D68° ~D4° | \V42° ~\/2° H36° ~8° /DA1° ~DF N21°~VE° HED ~H3° /D67° ~D4A° N37° ~V1°
60fps@(1920x1080), |
100fps@( 1920x1080)
(Optional for T Series)
Color: 0.002Lux@F1.2

Color: 0.005Lux@F1.5
B/W: OLux with IR on

Field of View

30fps@(2592x1944) 30fps@(3840x2 160)

System Compoﬂbili’ry' ONVIF Profile C & Q & S & T, AP] Max. Frame Rate 100fps@( 1920x1080)

Color: 0.005Lux@F1.2 Color: 0.006Lux@F1.2 @ Color: 0.006Lux@F1.2
Color: 0.008Lux@F1.5 Color: 0.009Lux@F].7 | Coler: D.00Axar].o
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on

Working Temperature
/Humidity

Color: 0.001Lux@F1.2
Color: 0.002Lux@F1.6
B/W: OLux with IR on

-40°C~60°C/0~90%(Non-condensing) T
in. lllumination

Dimensions/Weight 130mMmMX75mmXéomm/3669

Pan Range/Pan Speed 360° endless; Pan Manual Speed: 0.1°~60° /s, Pan Preset Speed: 60° /s

-45° ~30° ; Tilt Manual Speed: 0.1°~30° /s, Tilt Preset Speed: 30° /s

300 Presets/8 Patrols/4 Patterns

140dB Super WDR
‘(Super WDR Pro is optional for T Series)

H.2657/H.265(HEVC)/H.264*/H.264/MJPEG

IPv4/IPve, ARP, TCP, UDP, RICP, RIP, RISP. RIMP. HTIP. HTIPS, DNS, DDING,. DHCP, FIP, NIP, SMIP. SNMP, UPnP,
Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Tilt Range/Tilt Speed

Preset/Patrol/Pattern

WDR 140dB Super WDR Pro 120dB Super WDR

Video Compression

Protocol

Dimensions/Weight 1 TOMMX337/mmxX220mm/2.9Kg

B |/ I Al PRO CAMERA SERIES

Al PTZ CAMERA SERIES I 18 I
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MS-C2971-X12R(T)PC MS-C2871-X20TPC MS-C2971-X23R(T)PC MS-C5371-X12PC
2MP SMP

2/5 Megapixel Al 12X/20X/23X PTZ Dome Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / IR ANTI-REFLECTION PANEL / 256G / SIP

KEY FEATURES

Al Deep Learning
360° Endless Pan & 95° Auto-flip Tilt

E2ZA[2U0X/ 23X LIplicdl Zo6om

Pan Speed 450°/s, Tilt Speed 360°/s
Smart IR [l with 160m [R Distance
0.001Lux @1/2” STARVIS Sensor

3 in 1 Super WDR Pro-140dB

100fps High Frame Rate

Audio |/O, Alarm /O, PokE & DC 12V
Recessed Installation

ONVIFIERBE G h

White Black
Al IP66 1K10 / Miesiht N\

A |

Smoked Dome
Cover

Megapixel
Image Sensor 1/2.8" Progressive Scan CMOS 1/2" Progressive Scan CMOS
5.3~64mm@F1.6~F2.8, 6.4~ 128mm@F1.6~F4.0,

1/2.8" Progressive Scan CMOS

5~117mm@F1.5~F3.5, 5.3~6dmmMm@F1.6~F2.8,

Lens 12X Optical Zoom, 20X Optical Zoom, 23X Opfical Zoom, 12X Optical Zoom,
16X Digital Zoom 16X Digital Zoom 16X Digital Zoom 16X Digital Zoom
Field of View HO61° ~HS® /D69° ~D5° /V36°~V2° | HO0°~H3° /D67°~D4° /[N37°~V1° | H60° ~H3° /D69° ~D4° /VV35°~V2° | H57°~HA4° /D69° ~D5° /\V44° ~\/1°
60fps@(1920x1080), | 60fps@(1920x1080), |
Max. Frame Rate 100fps@(1920x1080) 100fps@( 1920x1080) 100fps@( 1920x1080) 30rPs@(2592x1944)
(Optional for T Series) (Optional for T Series)

360° endless; Pan Manual Speed: O.-1D~45O“ /S. Pan Presetf Speed: 450° /s
-57~Q0° (Auto FHip); Tilt Manual Speed: 0.1°~360° /s, Tilt Preset Speed: 360° /s

300 Presets/8 Patrols/4 Patterns

Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2
Color: 0.002Lux@F1.6 Color: 0.005Lux@F1.5
B/W: OLux with IR on B/W: OLux with IR on

140dB Super WDR
(Super WDR Pro is optional for T Series)

H.265"/H.265(HEVC)/H.264*/H.264/MJPEG

IPV4/IPv6, ARP, TCP, UDP, RTP, RTSP, RTCP, HITP, HTTPS, DNS, DDNS, DHCP, FIP, NTP, SMTP, SNMP, UPnP, Bonjour,
SIP, PPPOE, VLAN, 802.1x, Qos, IGMP, ICMP, SSL

O183mmX174.8mm/2Kg

Pan Range / Pan Speed
Tit Range / Tilt Speed

Preset / Patrol / Pattern

Color: 0.002Lux@F1.2
Min. [lumination Color: 0.005Lux@F1.6
B/W: OLux with IR on

140dB Super WDR
(Super WDR Pro is optional for T Series)

Color: 0.005Lux@F1.2
Color: 0.008LuUx@F1.6
B/W: OLux with IR on

WDR 140dB Super WDR Pro

120dB Super WDR

Video Compression
Protocol

Dimensions/Weight

2/5 Megapixel Al 23X/30X Speed Dome Camera

H.2651 / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / 256G / POE / SIP

KEY FEATURES

Al Deep Learning

360° Endless Pan & 95° Auto-flip Tilt

23X/30X Optical Zoom

Pan Speed 400%s, Tilt Speed 320°s

Smart IR Il with up to 200m IR Distance

0.002Lux Starlight

3in 1 Super WDR Pro-140dB

Audio I/0, 4*Alarm In, 2*Alarm Out, PoE & AC 24V

Model MS-C2941-X23R(T)PC MS-C5341-X23PC MS-C2941-X30R(T)PC MS-C5341-X30PC
| 2MP | 5MP OMP 5MP

ONVIFIEEEE
W @

IP66 [|K10

Milesight

Megapixel _ | 4
Image Sensor 1/2.8" Progressive Scan CMOS
O~ 117/mMm@F1.5~F3.5, 4.7~141mm@F1.5~F4.0,
Lens 23X Optical Zoom, 30X Optical Zoom,
| 16X Digital Zoom 16X Digital Zoom
Field of View H60° ~H3° /D69° ~D4° /V35° ~\/2° | H55° ~H3° /D68° ~D4° /N4A2° ~\V2° | H62° ~H3° /D70°~D3° /V37°~V1° |  H58°~H3°/D71°~D3° /V44° ~\/2°
60fps@(1920x1080), 60fps@(1920x1080),
Max. Frame Rate 100fps@(1920x1080) 30fps@(2592x1944) 100fps@(1920x1080) 30fps@(2592x1944)
(Optional for T Series) (Opfional for T Series)

Pan Range / Pan Speed
Tilt Range / Tilt Speed

360° endless / Pan Manual Speed: 0.1°~400° /s, Pan Preset Speed: 400° /s

-5° ~90° (Auto Flip) / Tilt Manual Speed: 0.1°~320° /s, Tiltf Preset Speed: 320° /s

300 Presets/8 Patrols/4 Patterns

Color: 0.005Lux@F1.2 Color; 0.002Lux@F1.2
Color: 0.008Lux@F1.5 Color: 0.005Lux@F1.5
B/W: OLux with IR on B/W: OLux with IR on

140dB Super WDR
(Super WDR Pro is optional for T Series)

H.265%/H.2065(HEVC)/H.264*/H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP,
Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

O205MmMmX308mm/4Kg

Preset / Patrol / Pattern

Color: 0.002Lux@F1.2
Min. [lumination Color: 0.005Lux@F1.5

B/W: OLux with IR on

140dB Super WDR
(Super WDR Pro is optional for T Series)

Color; 0.005Lux@F1.2
Color: 0.008Lux@F1.5
B/W: OLux with IR on

120dB Super WDR 120dB Super WDR

WDR

Video Compression

Dimensions/Weight

B Al PTZ CAMERA SERIES

MS-C2841-X36TPC MS-C8241-X36PC MS-C2941-X42R(T)PC MS-C5341-X42PC
2MP AK | 2MP | 5MP

2/5/8 Megapixel Al 36X/42X Speed Dome Camera

H.265" / PTZ PRIVACY MASK / 3D POSITIONING / IP66 / IK10 / 256G / SIP

KEY FEATURES

Al Deep Learning

360° Endless Pan & 95° Auto-flip Tilt

36X/42X Optical Zoom

Pan Speed 400°s, Tilt Speed 320°s

1/1.8" STARVIS Starlight Sensor

Smart IR [l with 300m IR Distance

0.001Lux Starlight

3in 1 Super WDR Pro-140dB

Audio |/0, 4*Alarm In, 2*Alarm Out, PoE & AC 24V

ONVIFIEEBEE 3
o R e

IP66 IKI10

Milesight

Megapixel

Image Sensor 1/2" Progressive Scan CMOS 1/1.8" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS
0.7~205.2mmM@F 1.55~F4.8, . 5.7~205.2mmM@F1.55~F4.8, /~300mm@F1.8~F6.5, | /~300mm@F1.8~F6.5,
Lens 36X Optical Zoom, 36X Opftical Zoom, 42X Optical Zoom, 42X Opfical Zoom,

16X Digital Zoom 16X Digital Zoom 16X Digital Zoom | 16X Digital Zoom
Field of View H63° ~H3° /D69° ~D3° /V38° ~V1° | HE6® ~H3° /D72°~D3° /VAT°~V1° | HA5° ~H2° /D50°~D2° /V27°~V1° |  HA3° ~H2° /D53° ~D2° /V33° ~\V/1°
60fps@(1920x1080),
Max. Frame Rate 100fps@(1920x1080) 30fps@(3840x2160) 100fps@(1920x1080) 30fs@(2592x1944)

(Opfiondl for T Series)

Pan Range / Pan Speed 360° endless / Pan Manual Speed: 0.1° ~400° /S, Pan Preseil speed: 400° /s

Tilt Range / Tilt Speed -5° ~Q0° (Auto Flip) / Tilt Manual Speed: 0.1°~320° /s, Tiltf Preset Speed: 320° /s

300 Presets/8 Patrols/4 Patterns

Color: 0.006Lux@F1.2 Color: 0.002Lux@F1.2
Color: 0.009Lux@F1.55 Color: 0.005Lux@F1.8
B/W: OLux with IR on B/W: OLux with IR on

140dB Super WDR
(Super WDR Pro is optional for T Series)

H.2657/H.265(HEVC)/H.264*/H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP,
Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

O205mMmX308mm/4Kg

Preset / Patrol / Pattern

Color: 0.001Lux@F1.2
Min. lllumination Color: 0.002Lux@F1.55
B/W: OLux with IR on

Color: 0.005Lux@F1.2
Color: 0.008Lux@F1.8
B/W: OLux with IR on

WDR 140dB Super WDR Pro 120dB Super WDR 120dB Super WDR

Video Compression

Dimensions/Weight

12 Megapixel Al 360° Panoramic Fisheye Camera
H.265" / FISHEYE AUTO TRACKING / HEAT MAP / 9 DISPLAY MODES / IP67 / IK10 / 256G / SIP

KEY FEATURES

Al Deep Learning

360° Panoramic View

On-board and Client-side Dewarping

smart IR I with 16m IR Distance

0.005Lux Starlight

120dB Super WDR

Built-in Microphone, Audio |/O, Alarm [/O, Pok & DC 12V
Celling Mount, Wall Mount and Table Mount Available

ONVIFIEEER
A

12MP P67 IK10

Megapixel 12MP

Image Sensor . 1/1.7" Progressive Scan CMOS

Lens I 1.98mm@F2.8

Field of View | Ceiling Mount: 360°; Wall Mount: 180°; Flat Mount: 360°
Max. Input Resolufion 4000x3000

Color: 0.01Lux@F1.2
Min. [lumination Color: 0.05Lux@F2.8
B/W: OLux with IR on

WDR 120dB Super WDR

Video Compression H.265*/H.265(HEVC)/H.264*/H.264/MJPEG

IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP, NTP, SMTP, SNMP, UPnP,
Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight O 140mmX45.4mm/700g

Al PTZ CAMERA SERIES —
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N 2 |

5/8 Megapixel Al 180° Panoramic Mini Bullet Camera

H.265" / STUNNING DEWARPING CAPABILITY / IP67 / IK10 / 256G |/ PoE&DC / SIP

O KEY FEATURES
nvi F‘ E e Al Deep Learning

@ @ @ e 180° Panoramic View

IP67 IK10 e Smart IR Il with 15m IR Distance
e 0.005Lux Starlight

e 120dB Super WDR

e Advanced Heat Map

e Built-in Microphone

® Point-contact Power Supply

Megapixel

Image Sensor /28 Progress.ive Scan CMOS

Lens 1.68mmM@F2.0

Field of View H180° /\V95° | H180° /V86°

Max. Frame Rate 30fps@(2592x19244)(Original)

Color;: 0.005Lux@F1.2
Color: 0.008Lux@F2.0
B/W: OLux with IR on

WDR 120dB Super WDR
H.265%/H.265(HEVC)/H.264/H.264/MJPEG

25fps@(3840x2160)

Color: 0.01Lux@F1.2
Color: 0.012Lux@F2.0
B/W: OLux with IR on

Min. lluminadtion

Video Compression

IPv4/IPv6, ARP, TCP, UDP, RTCP, RIP, RISP, RTMP, HITP, HTTPS, DNS, DDNS, DHCP, FIP, NIP, SMIP, SNMP, UPnP,

Profocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight 25.8mmX74mmxX158.omm/630g

5/8 Megapixel Al 180° Panoramic Mini Dome Camera

H.265" / STUNNING DEWARPING CAPABILITY / IP67 / IK10 / 256G / POE&DC / SIP
KEY FEATURES

ONVIFIER
e Al Deep Learning

@ @ @ e |80° Panoramic View

P67 1K10 L——

Milesight e Smart IR Il with 15m IR Distance
e 0.005Lux Starlight
e ]120dB Super WDR

e Advanced Heat Map

e Built-in Microphone

Megapixel 5MP 4K

Image Sensor 1/2.8" Progressive Scan CMOS

Lens 1.68MmMmmM@F2.0
Field of View H180° /\V95° H180° /\VV86°

Max. Frame Rate 30fps@(2592x1244)(Origindl)

Color: 0.005Lux@F1.2
Color: 0.008Lux@F2.0
B/W: OLux with IR on

WDR 120dB Super WDR
H.265*/H.265(HEVC)/H.264*/H.264/MJPEG

25fps@(3840x2160)

Color: 0.0TLux@F1.2
Color: 0.012Lux@F2.0
B/W: OLux with IR on

Min. llumination

Video Compression

IPv4/IPvo, ARP, TCP, UDP, RTCP, RIP, RTSP, RTMP, HTIP, HITPS, DNS, DDNS, DHCP, FIP, NIP, SMTP, SNMP, UPnP,

Protocol Bonjour, SIP, PPPOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

Dimensions/Weight O12/mmX10/mm/8539

B Al PANORAMIC CAMERA SERIES

2/8 Megapixel 5G Al 4X/12X Pro Bullet Plus Camera

5G / H.265" / 3 IN 1 SUPER WDR PRO / 0.002LUX ULTRA LOW-LIGHT / 3-AXIS MECHANICAL DESIGN / PoE&DC

ONVIFIERE B
AL

KEY FEATURES

e Al Deep Learning

e 5G Technology

e AX/12X Optical Zoom, Auto Focus

e 0.002Lux Starlight

e 3in 1 Super WDR Pro-140dB

e |100fps High Frame Rate

e Smart IR Il with 180m IR Distance

e Audio I/O, Alarm |/O, PokE & DC 12V

e Integrated Junction Box

Megapixel

Image Sensor

Lens
Field of View

Max. Frame Rate

Wireless Communication

Mobile Frequency Bands 5G NR

Communication
Wireless Transmission SA

Parameter ———
& NSA
SIM Card

Protocol

Dimensions/Weight

1/2.8" Progressive Scan CMOS 1/1.8" Progressive Scan CMOS

2.3~64mm, 12X Opftical Zoom 8~32mm, 4X Opfical Zoom

H61° ~H5° /D69° ~DS° /V36° ~V2°

60fps@(1920x1080),
100fps@(1920x 1080)(Opfional for T Series)

Support 5G /4G /3G

H44° ~H13° /D51° ~D15° /V25° ~V7°

30fps@(3840x2160)

Nn1/n2/n3/n5/n7/n8/n12/n20/n28/nd1/n66/n71/n77/n78/n79

DL 3.3Gbps; UL 250Mbps
DL 3.4Gbps; UL 200Mbps

Nano SIM

IPVAIIPVO,: ARP; TCE, UDP, RICE, RIP; RISP; RINVIEP; EINIE, HTIPS: [DING, DIDING.: DEICE: EIR; NIF. SMIE;: SNME; UPhHEP;

Bonjour, SIP, PPPoOE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL

320mmX134mmX126mm/1608Qg
320mmX134mmXx292mm/1608g (With 5G Antennas)

2/8 Megapixel 5G Alol 4X/12X Pro Bullet Plus Camera

5G / loT / H.265" / 3 IN 1 SUPER WDR PRO / 3-AXIS MECHANICAL DESIGN / PoE&DC

ONVIFIEEEE
) (=) (AD @

loT

Model
Megapixel
Image Sensor
Lens
Field of View
Wireless Communication
Mobile Frequency Bands 5G NR
Communication Wireless Transmission| SA
Parameter Speed | NSA
SIM Card
-An’renna
-Chc::nnei
| Demodulation
| ORAWANS :Frequency Band

Sensitivity
Output Power

| Protocol

Communicafion Range

KEY FEATURES

e Al Deep Learning

e 505G & lol Technoogy

e 4X/12X Optical Zoom, Auto Focus

e 0.002Lux Starlight

e 3in | Super WDR Pro-140dB

e |00fps High Frame Rafe

e Smart IR 1 with 180m IR Distance
e - e Audio I/O, Alarm |/O, PoE & DC 12V

e |Infegrated Junction Box

MS-C2966-X12R(T)GOPC MS-C8266-X4GOPC MS-C2966-X 12R(T)OPC

1/2.8" Progressive Scan CMOS 1/1.8" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS

5.3~64dmm, 12X Optical Zoom 8~32mm, 4X Optical Zoom 5.3~64dmm, 12X Optical Zoom

H61° ~H5° /D69° ~D5° /\V/36° ~\/2° HA4° ~H13° /D51° ~D15° /\V25° ~\/7° H61° ~H5° /D69° ~D5° /\V/36° ~\/2°
Support 5G/4G /3G | -
n1/n2/n3/n5/n7/n8/n12/n20/n28/n41/nb66/n71/n77/n78/n79 -

DL 3.3Gbps; UL 250Mbps =

DL 3.4Gbps; UL 200Mbps -
Nano SIM -

1*"50QSMA-Female External Antenna Connector

8 channels simultaneously

1Mhz
CN470/IN865/EU868/RUBO64/USQ15/AU915/KRP20/AS923

-140dBm Sensitivity @292bps
2/dBm Max

V1.0 Class A/Class B/Class C and V1.0.2 Class A/Class B/Class C
15km

O0G CAMERA SERIES I
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MILESIGHT COMPREHENSIVE ANPR SOLUTION 2/5 Megapixel Radar Al LPR 4X/12X Pro Bullet Plus Camera

H.265" / 3 IN 1 SUPER WDR PRO / 0.001LUX ULTRA LOW-LIGHT / IP67 / 3-AXIS MECHANICAL DESIGN
RELATED PRODUCTS: / / / P67 [

KEY FEATURES

ONVIFIERB
e Advanced 3D Radar Technology

@ @ @ — e Al-powered LPR Algorithm

3D Radar Al 4K  IP67 .

e 4X/12X Optical Zoom, Auto Focus
e 0.001 Lux Starlight
e 3iIn | Super WDR Pro-140dB

Al LPR Motorized Al LPR Motorized Pro Bullet Al LPR 4X/12X Pro Bullet
Bullet Camera Plus Camera Plus Camera

e 100fps High Frame Rafe
e Smart IR I with 180m IR Distance

i W
. M.
1T
j) ;
L
|'\l'l_ - ﬁ
I : \hl-
_ ——

—

] e Audio |/O, Alarm |/O, Pok & DC 12V
®* |Integrated Junction Box
Radar Al LPR 4X/12X Al LPR 12X PTZ Al LPR 20X/23X PTZ Bullet
Pro Bullet Plus Camera Bullet Camera Plus Camera
MS-C2866-X4TLVPC MS-C2966-X12R(T)LVPC MS-C5366-X12LVPC
Megapixel 2MP SMP
Image Sensor 1/2° Progressive Scan CMOS 1/2.8" Progressive Scan CMOS
| | More than 95% | = -~ | |
FEATURES' Al-powered 3D Radar S 950/ High Recognition m Up to 200km/h Lens 8~32mm, 4X Optical Zoom 5.3~64mm, 12X Optical Zoom
. LPR Algorithm Localization o LD Speed Capture . . . T ChEe A T e ot e r A s
Accuracy Field of View H44° ~H13° /D51°~D15° /\V25° ~\V/7 H61°~H5° /D69° ~D5° /V36° ~V2 H57° ~H4° /D69° ~D5° /V44° ~V 1
60fps@( 1920x1080),
Max. Frame Rate
| Up to 32 Vehicles RRPBRG bR ey 100fps@( 1920x1080)(Optional for T Series) S0TPs@(2572x1944)
q:im Up to 90m 00 up to 4 Lanes I 3? Detected at One l'(@ﬁ Plate Color
Ll J Detec“on D|Stance DD M0n|t0r|ng L J . PGB Recognition Color: 0.001Lux@F1.2 Color: 0.002Lux@F1.2 Color: 0.005Lux@F1.2
Time L -’ Min. lllumination Color: 0.002Lux@F1.6 Color: 0.005Lux@F1.6 Color: 0.008Lux@F1.6
B/W: OLux with IR on B/W: OLux with IR on B/W: OLux with IR on
E = Vehicle yﬁpe r@g@ Vehicle Color Traffic Flow Directipn Max. Vehicle Speed 200km/h
E . Classification L _’ Recognition Detection Detection Recognifion Accuracy >95%
' PR Coverage Support simulfaneous detection of 4 regions
r Black/White List | PR Smart API 3rd |nteg ration Broad Regional and License Plate Recognition, Plate Color Recognition, Vehicle Type Classification, Vehicle Color Recognition,
Q Management Search Y%= (CGI/APIs Country Support Smart Traffic Detection Vehicle Direction Detection, Speed Detection, Traffic Flow Detection
Working Frequency 60GHz, 61~62GHz
Capfure Rate >09% (Traffic jam >95%)

SGENE REQUIREMENTS: Py

1~4 Lanes (Recognition =95% individually)

Radar Tracking Target Up to 32
Speed Detection + bkm/h~+ 200km/h; = 0.36km/h(Accuracy)
Range&Accuracy

Detection Distance&

Up to 90m; = 0.4m(Accuracy)
CAA 001 E <h° Accuracy

Jich?® Installation Height 2~7m

IPv4/IPv6, ARP, TCP, UDP, RTCP, RTP, RTSP, RTMP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP,

Profocol
, _ _ _ _ _ _ . _ _ NTP, SMTP, SNMP, UPnP, Bonjour, SIP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
License plate is more License plate is Vertical angle is less Horizontal angle is no Tilt angle is less than 5°
than 130px in width readable than 30° more than 30° Dimensions 320mmX134mmX171mm
Weight 16239 16259

_ Al LPR Mortorized Bullet Camer: Al LPR 4X/12X Pro Bullt Plus Camers

Al LPR Motorized Pro Bullet Plus Camera Al LPR 12X PTZ Bullet Camera Al LPR 20X/23X PTZ Bullet Plus Camera

Model MS-C2964-R(T)F(DLPC(2MP) MS-C5364-F(DLPC(SMP) MS-C2866-X4TLPC(2MP) MS-C2966-X12R(T)LPC(2MP) | MS-C8366-X12LPC(5MP) MS-C2966-R(DF(DLPC(2MP) | MS-C8366-F(DLPC(BMP) | MS-C2961-X12R(T)LPC(2MP) | MS-C5361-X12LPC(5MP) MS-C2867-X20TLPC(2MP) MS-C8367-X23LPC(5MP)
Appearance k k ‘ ™ ‘ e Q ™y ‘ o ) ‘ Y ) ‘ ,./:‘""“f ' ,.{H‘"‘f QJ("H""‘J Q,(“‘“‘“;
Image Sensor 1/2.8" Progressive Scan CMQOS 1/2" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS 1/2.8" Progressive Scan CMOS 1/2" Progressive Scan CMOS 1/28" Progressive Scan CMOS
e Motorized 2.7~13.5mm/3.0~10.0mm//7~22mm@F1.4 8~32mm@F1.6~F1.7, 4X Opftical Zoom, 5.3~6Amm@F1.6~F2.8, 12X Optical Zoom, Motorized 2.7~13.5mm/3.0~10.5rmm//~22mm@F1.4 5.3~64Amm@F1.6~F2.8, 12X Opfical Zoom, 6.4~128mMm@F1.7~F2.1, 20X Optical Zoom, | 5~117mm@F1.5~F3.5, 23X Optical Zoom,
P-Iris(Optional) 16X Digital Zoom 16X Digital Zoom P-Iris(Optional) 16X Digital Zoom 16X Digital Zoom 16X Digital Zoom
. Up to 66M(3.0~10.5mm/2.7~13.5mm)
IR Distance Up to 50m Up o 180m Up to 100m(7~22mm) Up to 140m Up to 180m
Audio |/O 1/1 (Multi-inferface Version) 1/1 1/1 1/1 (Optional) 1/1
Alarm /O 1/1 (Multi-interface Version) 1/1 1/1 1/1 (Optional) 1/1
HousiNng IP67/IK10 IP67/IK10 IP67/IK10 P66 P66

BN 2?2 s ANPR Solution ANPR Solution IS 24 s



25

Network Video Recorder

All-in-one Solution for Extreme Reliability

4K H.265 @'A®7.

Display

H.2605 Compression Technology

Milesight NVRs utilize the latest H.265 codec to use up
to 50% less network bandwidth and storage space
compared with H.264, while supportfing to switch
pbetween H.264 and H.265 automatically.

4K High Resolution

With 4K local video output, Milesight NVRs can provide

video monitoring.

UHD Video Display

( Bit Rate / kbps)
5000 ........................................................................
4377
4102 4196 & 4026
® ¢
A000 . BH. B . B B8 e . ..... I B N O W W @.. H 264
@
2000 9B Fl B R Sl s B e s s T e T s R A AT o BB e sl e R aTts AR s Switch
2051 2008 i 'ﬁii' 501
2000 @& . ® ... LA NE - AN wpy o = d H 265
2
1000 BN B B 5 B B = N O S N OB N OB OB O O O N W
0000
1 2 3 4 5 ( Status)

ultra high resolution with no missing any single detail during

Equipped with solid 4K decoding and display capabilities, Milesight NVRs can synchronously decode up to 4-CH 4K
UHD and 16-CH 1080P with the finest details o guarantee real-time video monitoring.

Multi-video Output

e Independent Outputs

Multiple outputs to display various channels independently.

® Synchronous Outputs

The same channel to be displayed at different locations synchronously.
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| Flexibility

Plug and Play

Milesight POE NVRs offer a true plug-and-play with the
built-in iIndependent PoE switches, where cameras can be
easily connected without a lot of network infrastructure
work, ensuring users fo begin the efficient monitoring in no
time.

i

Transcoding

Based on the CPU capabilities, Transcoding guarantees
fluid video experience especially for remotfe playback
even in a poor network connection by reducing the
stream data via lowering resolution, bit rate, or frame rate.

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES N
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Flexible Storage Options

Flexible storage options including HDD and NAS in Milesight

NVRs offer users greater flexibility to address the needs for
versafile storage.

Dual Stream Recording

Supporting Primary Stream and Secondary Stream recording
simulfaneously, Dual Stream Recording makes it possible for
users to freely choose the desired streaming based on the
bandwidth available.

Record Settings

General Settings Advanced Settings

Pre Record Dizab
Post Record Disabl
Audio Record Enabl
Record Stream Type Frimary+5econdary Stream

[Primary Stream
[Secondary Stream

26 IS



Usability

Reliabllity

Easy Playback Instant Playback, General Playback, Event Playback, Tag Playback, Split Playback, Picture Playback
Easy Backup Common Backup, Event Backup, Picture Backup Embedded Linux SySTem
File Management File Tag, File Lock, File Export
Easy Configuration Online Upgrade, Virtual Host, Disk Group, Intuitive Ul Design |
[
Safe & Stable Energy-efficient Powerful
Instant Playback
DUGI SySTem System1 System2
Instant Playback can replay recorded video within recent 5 mins without performing search functions, Milesight NVRs are born to possess two copies of NVR
facilitating the direct and timely monitoring when users need tfo monitfor one certain camera quickly. firmware in the flash. If one of the flash sections

ceases, the other firmware will take its place to work,
ensuring high reliability of system running.

, Master NVR 1 Master NVR X
(Replay recent 5 mins)

S N+1 Hot Spare

Adopting N+1 Hot Spare, when any one of the master
NVRs fails, the slave NVR will replace it to keep the system
working on and send the data back when the master NVR

Virtual Host recovers, ensuring the data integrity and reliability.

Virtual Host offers an easy way to directly access the network camera connected to the PoE port by Slave NVR

creating a link on Milesight NVR's webpage for users to visit camera’'s webpage.

Network Cable - o Vi s wkes ANR (Automatic Network Replenishnment)

via the link on NVR's webpage
As a backup operation, ANR can automatically

stfore video data on the camera storage card when

'@' POE NVR

network is disconnected and retfransfer the recorded
video to NVR after network recovers, guaranteeing a
reliable system.

Online Upgrade Data Recovery RAID 0/1/5/6/10

oo
y N Preconfigured with industry-standard RAID levels (0/1/5/6/10),

Being customer-oriented, the firmware including
the NVR itself and the connected network
cameras can be all easily upgraded online

Milesight NVRs can configure the system based on the specific
redundancy and performance requirements fto ensure more

remotely, ensuring the optimal user-experience reliable storage against data loss.

during configuration.

A
@D @D New HOD

To Take the Place

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES NS 20 I



Dual Lan Giga Network Ports

I Scalability

HTMLS Streaming Ready

HTMLS Streaming which is ready on all Milesight NVRs makes it easy for users to access NVRs via all

major browsers without downloading extra plug-in.

LAN1 LAN1

IP 1(Main) ==

IP 1 =

Inferoperabillity

Data Input 4
< |P?2

Multi-address Load Balance Net Fault-tolerance

<= |P 1(Backup)

. 1

Aiming to provide end-to-end video surveillance solution, Milesight NVRs can be accessed
and configured remotely via Milesight CMS and APP through P2P or Port Forwarding.

For More Independence For More Throughput For More Stabilities

Extensive Third-party Compatibility

To provide a high ecosystem, Milesight NVRs are able to work well with third-party cameras via
ONVIF protocols and CGIl/API integration.

I InTelligent Management

Advanced Functions Management I S'I'rUC'I'ure

Milesight NVRs provide a fully infegration with all Milesight's wide range of network cameras in close loop, ensuring the
seamless compatibilities especially with Milesight PTZ functions and Panoramic functions.

i Aesthetics Design
PTZ Functions PT1Z Auto Tracking, PTZ Manual Tracking Versatile Interfaces O
A whole array of ports for more value-added features. Being tiny to release the full potential.
Panoramic Functions Heat Map, Fisheye Auto Tracking, Fisheye Dewarping
Console
Audio I/0 HDMI Alarm |/O

.-"Ilf -:'IZ I-"'f s ; -"-nl , A
Sy LN / B ._i \ / L R b1
NN QA || | | |
e A
| s S| My | ;o | |
\ : - 7 v o / | LY 4 B! i

Milesight NVRs support alarm configurations and event search of
Milesight Smart VCA. Once suspicious events detected, the devices

can trigger alarms and recordings, helping users improve video EthernetPort  VGA USB eSATA Power
surveillance efficiency.
Thermal Design HDD Installation Structure
Enferpnse ANPR Monogemen’r Discreet structure, housing design and intelligent fan for Desighed for convenient and stable hard disk installation.

Defined as the Enterprise ANPR management system, Milesight aky effective heat dissipation.

|
. . . ““s—— ALL-IN-ONE
NVRs become the central management site to easily monitor 3"||H ANPR SOLUTION
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Infegrated POS Solution . B

Network Camera Data Transmission

The combination of retail fransaction data with surveillance videos I T ——
makes it easy fo check goods settlement, miscalculation and o

the road traffic, including the real-time preview of the car
plates, smart analysis and other more detailed settings.

missing calculation in the stores, supermarkets and other places, Milesight NVR

which is helpful to boost customer service and in-store competitive

- Data Transmission
advantage. T

POS Machine

MILESIGHT NETWORK VIDEO RECORDER KEY FEATURES NN 30 s



BN

4K H.265 Mini POE NVR Series

ULTRA MINI SIZE / LINUX OS EMBEDDED / ONLINE UPGRADE / NAS & HDD

ONVIF

«

4K

Gold  Silvery
@

Network Video Input 4-CH

Bandwidth

Incoming / Outgoing 40Mbps/40Mbps

17(30fps@8MP)

Decoding Capacity 4*(30fps@ 1080P)

Recording Resolution

Video Compression

KEY FEATURES

4*PoE Plug and Play

Up to 10TB Storage

Up to 8-CH Video Input

Up to 4K Decoding Performance
Dual Stream Recording

ANR

Smart VCA Management

POS Intfegration

VIS-N1004- UPC VIS-N1008-UPC

8-CH
80Mbps/80Mbps

1*(30fps@8MP)
4*(30fps@ 1080P)

8MP/O6MP/SMP/AMP/3MP/1080P/UXGA//720P/D 1 /VGA/CIF/QCIF
H.265"/H.265(HEVC)/H.2647/H.264/MJPEG

Storage 1*SATA HDD(3.5"); Up fo 10TB capacity for each HDD

Network Inferface

USB Inferface

PoE Interface

Protocol

Dimensions/Weight

4K H.265 POE NVR Series

1"RJ45 10/100Mbps

2"USB 2.0
4*RJAS5 10/100Mbps

IPV4/IPv6, TCP, UDP, RIP, RTSP, RTCP, HITP, HITPS, DNS, DDNS, DHCP, NIP, SNIP, SMITP, SNMP, UPnP, NFS
220mm(W)X200mm(D)X43.6mm(H)/0.2Kg

VERSATILE INTERFACES / DUAL STREAM RECORDING / TRANSCODING / ONLINE UPGRADE / NAS & HDD

ONVIF

«

4K

VIS-NS008-UPC MIS-N5016.-PE MIS-NTOT6-UPH MIS-N7032-UPH

Network Video Input 8-CH 16-CH

Bandwidth

Incoming / Outgoing 80Mbps/80Mbops 8OMbps/o0Mbps
1*(30fps@8MP) 1*(30fps@8MP)

Decoding Capacity

47 (30fps@ 1080P) 67 (30fps@ 1080P)

Recording Resolution | 8MP/6MP/5MP/4MP/3MP/1080P/UXGA/720P/D1/VGA/CIF/QCIF

Video Compression

Storage 2*SATA HDD(3.5"); Up to 101B capacity for each HDD
Network Inferface

USB Interface Z2°Us8 2.0

PoE Inferface 8"RJ45 10/ T100Mbps 16"RJ4S5 10/100Mbps

Protocol

Dimensions/Wei ghT Rack Mountable Chassis (1.0U Standard) Rack Mountable Chassis (1.0U Standard)

380mmM(W)X317.6mm(D)X51.8mm(H)/26Kg | 380mm(W)X317.6mm(D)X51.8mm(H)/2.7Kg

BN MILESIGHT 4K H.265 PoE NVR SERIES

KEY FEATURES

Up to 24*"PoE Plug and Play

Up to 4*10TB Storage

Up to 32-CH Video Input

Up to 4K Decoding Performance
Multi-video Output

ANR/RAID

Smart VCA Management
Enterprise ANPR Management
POS Integration

16-CFl 02=CF

256Mbps or 200Mbps(When RAID is enabled)

160Mpps/ 160MbPps /256Mbps or 200Mbps(When RAID is enabled)
4*(30fps@8MP)

16™(30fps@ 1080P)

4*(30fps @8MP)
16™(30fps @ 1080P)

12MP/8MP/6MP/SMP/AMP/3MP/1080P/UXGA/720P/D 1 /NGA/CIF/QCIF

H.2657/H.265(HEVC)/H.264*/H.264/MJPEG

4*SATA HDD(3.57); Up to 101B capacity for each HDD

1"RJ45 10/100/1000Mbps

17USB 3.0; 2°USB 2.0

16"RJ4AS5 10/100Mbps 24*RJ45 10/100Mbps

IPv4/IPv6, TCP, UDP, RIP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, NTP, SNTP, SMITP, SNMP, UPnP, NFS

Rack Mountable Chassis (1.5U Standard)
440mm(W)X320mm(D)X66.75mm(H)/4.89Kg

Rack Mountable Chassis (1.5U Standard)
440mm(W)X320mm(D)X66.8mm(H)/5.0Kg

4K H.265 Mini NVR Series

ULTRA MINI SIZE / LINUX OS EMBEDDED / ONLINE UPGRADE / NAS & HDD

ONVIF

«

4K

Network Video Inpuf

Bandwidth
Incoming / Outgoing

Decoding Capacity
Recording Resolution

Video Compression

Storage

Network Interface
USB Inferface

Protocol

Dimensions/Weight

KEY FEATURES

Up to 10TB Storage

Up to 8-CH Video Input

Up to 4K Decoding Performance

Dual Stream Recording

ANR

smart VCA Management

Fully Compatible with Milesight Cameras
POS Integration

Gold Silvery

4-CH 6l
A0Mbps/4A0Mbps 80Mbps/80Mbps
1*(30fps@8MP) 1*(30fps@8MP)

4*(30fps@ 1080P) 4*(30fps@ 1080P)

8MP/6MP/5MP/4MP/3MP/1OSOP/UXGA/?QOP/D]/VGA/CIF/@C!F
H.265%/H.265(HEVC)/H.264*/H.264/MJPEG
1*SATA HDD(3.97); Up to 101B capacity for each HDD
1*RJ45 10/100Mbps

2*USB 2.0

IPv4fiPNvG, TCP, UDP, RIP, RISE, RICP, HITR, HITES, DNS, DDINS, DHCPEP, NIP, SNIP,. SIMIP, SNNMP. UPHE, NES
220mm(W)X200mm(D)X43.6mm(H)/0.2Kg

4K H.265 Pro NVR Series

VERSATILE INTERFACES / DUAL STREAM RECORDING / TRANSCODING / ONLINE UPGRADE / NAS & HDD

ONVIF

4K

MSNSOOB-UC | MS-NSOIGE | MS-N70T6-UH
8-CH 16-CH 16 CH

Network Video Inpuf

Bandwidth
Incoming / Outgoing

Decoding
Capacity

Recording Resolution

Video Compression

Storage

Network Inferface

USB Interface

Protocol

Dimensions/Weight

KEY FEATURES

Up to 8"10TB Storage

Up to 64-CH Video Input

Up to 4K Decoding Performance
Multi-video Output

Dual Lan Giga Network Ports
ANR/RAID/N+1 Hot Spare

Smart VCA Management
Enterprise ANPR Management
POS Infegration

MS-N7032-UH MS-N8032-UH MS-N8064-UH
64-CH

O Cr 32-CH

256Mbps or 200Mbps
(when RAID is enabled)

320Mbys or 200Mbps
(when RAID is enabled)

256Mbyps or 200Mbps
(when RAID is endbled)

80Mbps/80Mbops 80MIbps/50MIbps 160Mliops/ 160Mbs 1256Mbps or 200Mbps 1256Mbps or 200Mops 1256Mbps or 200Mbps
(when RAID is encbled) (when RAID is encbled) (when RAID is enabled)
1*(30fps@8MP) 1*(30fps@8MP) 4*(30fps@8MP) 4*(30fps@8MP) 4*(30fps@8MP) 4*(30fps@8MP)

16™(30fps@ 1080P)

4*(30fps@ 1080P) 6*(30fps@1080P) 16*(30fps@1080P) | 167(30fps@1080P) | 16™(30fps@ 1080P)

12MP/8MP/6MP/SMP /AMP/3MP/1080P
[UXGA/720P/D1/VGA/CIF/QCIF

12MP/8MP/6MP/S5MP /AMP/3MP/ 1080P
[UXGA/720P/D1/VGA/CIF/QCIF

8MP/6MP/SMP/AMP/3MP/1080P/UXGA
[720P/D 1 /VGA/CIF/QCIF

H.2657/H.265(HEVC)/H.2647/H.264/MJPEG

2*SATA HDD(3.57),
Up to 10TB capacity for each HDD

4*SATA HDD(3.957);
Up to 10TBcapacity for each HDD

2"RJ45 10/100/1000Mbps

8*SATA HDD(3.57);
Up to 10TB capacity for each HDD

1"RJ45 10/100/1000Mbps

2"USB 20 1"USB 3.0; 2°USB 20

1"USB 3.0; 2°USB 20
IPv4/IPv6, TCP, UDP, RTP, RISP, RTCP, HITP, HITPS, DNS, DDNS, DHCP, NIP, SNIP, SMIP, SNMP, UPNP, NFS

Rack Mountable Chassis (1.0U Standard) Rack Mountable Chassis (1.5U Standard) | Rack Mounfable Chassis (2.0U Standard)
380mMmM(W)HX317.6mm(D)X51.8mm(H)/1.9Kg | 440mm(W)X320mm(D)X66.8mm(H)/4.1Kg | 440mm(W)X420mm(D)X88.2mm(H)/6.0Kg

MILESIGHT 4K H.265 NVR SERIES I
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Milesight VMS Enterprise Milesight CMS

ADVANCED C/S ARCHITECTURE / LIVE VIEW / PLAYBACK / VIDEO WALL LIVE VIEW / PLAYBACK / ELECTRONIC MAP

( U J User-friendly design
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KEY FEATURES

M-VMS Mobile(Android) ¢ Central management system
e Fully infegrated with Milesight network cameras and NVRs
e Comprehensive management via IP/Domain, P2P and Milesight DDNS
o H.265/H.264 video compression
e Support multiple monitors (Up to 4 monitors, 64-CH for each monitor)
e Support up to 256 devices
e Support two-layer E-map
WHY MILESIGHT VMS ENTERPRISE v illsalhit VO fanclion
e Support advanced functions like ANPR solution, Heat Map and Auto Tracking, eftc.
e Support Crowd Management Solution

<O

N

Great Flexibility Excellent Reliability
e Self-adaptive Layout e N+M Failover
e Custom Event Rule Settings e Priority Backup of Appointed Cameras : :
e Multi-disk Recording e Lock of Important Video MIIeSIQhT Smorl- TOOIS
e Real-fime Monitoring of Running Status SEARCH / CONFIGURATION / CAILCUL ATION
(i =N
4 :
BE
High-level Security Maximized Extensibility
e Customize Roles’ Privileges e Multi Monitors for Displaying
e Encipherment Password Protection e Scalable Video Wdll

e Encrypted Video Files

KEY FEATURES

e Unified management for network cameras and NVRs

e Batch settings for Milesight devices
!E m e Online batch upgrade for Milesight devices
_ _ _ ® Fast, comprehensive and powerful calculation
User-friendliness Intelligence
e Multifunction Panels e Al Deep-learning Video Analytics
e Intuitive Interface e |PR/ANPR Solution
e Superior Ul Design ¢ Industry-leading Radar Technology

o @

# NVR Tools ¥ Calculators Tools

¥ |PC Tools




Milesight M-3ight Pro APP

H.265 & H.264 / CUSTOMIZED STREAM PARAMETERS / DUAL STREAM

Android and
IOS supportea

Centralized system g
administration [

KEY FEATURES

® Support Milesight Cloud Management

Simultaneously manage Milesight network cameras and NVRs
Support Client-side Dewarping for Fisheye Camera

Support PTZ control and white LED control in live view

Up to 64-CH live view and 4-CH playback

Add device via IP/Domain, P2P and Milesight DDNS

Transcoding to get better playback performance

Support Alarm Video Push notification

One click to trigger Alarm Output

One click to quick playback & playback with NAS, SD card files and HDD files
Backup the captured images and recorded videos locally for monitoring

Support up to 16X digital zoom

Milesight Cloud Management

DEVICE BINDING / DEVICE MANAGEMENT / GROUPING

Support binding the devices with the cloud accounts via Milesight Cloud
Device Management and Account Management
Support sharing the devices with another cloud account

Support for devices grouping and playing devices by group
Support Device Transfer

Support Log Search

Remote viewing
and playback

Naming Convention

Network Camera

( Model ): MS-C2966-R(TF(DPC --- Al Motorized Pro Bullet Plus Camera

VIS-C 2 Q

Resolution Sensor
2 -2MP 1 -4K
5 - 5MP 2 -4K (1/1.8%)
8 - 4K 3 -5MP
Q9 - 12MP 6 = 12MP
8 -2MP (1/2%)
Q -2MP

Network Video Recorder

( Model ): MS-N7032-UPH --- 32-channel 4K H.265 PoE NVR

032- U

VIS-IN /

1 - 2*HDD(2.5") 004
or 1'HDD(3.5") 008

5 - 2*HDD(3.5") 009
7 - 4*HDD(3.5") Sl
5 _8*HDD(3.5") 32
064

Milesight PoE Switch

O0- R

Camera Type

41 - Speed Dome Camera

52 - Pro Box Plus Camera

51 - Pro Box Camera

6/ - PTZ Bullet Plus Camera

66 - Pro Bullet Plus Camera

65 - 180° Panoramic Mini
Bullet Camera

64 - Vandal-proof Mini Bullet
Camera

63 - Weather-proof Mini Bullet
Camera

62 - Pro Bullet Camera

61 - PTZ Bullet Camera

/6 - 180° Panoramic Mini Dome
Camera

/5 - Weather-proof Mini Dome
Camera

/4 - Fisheye Camera

/3 - Vandal-proof Mini Dome
Camera

/2 - Pro Dome Camera

/1 - PTZ Dome Camera

83 - IR Mini Dome Camera

- 4-CF U - 4K
- 8-CF
- 9-CH

- 16-CF
- 32-CH
- 64-CF

( Model ): MS-S0224-GL --- Milesight 4-port PoOE Switch

VS-S 02

02 - 2*Uplink Ports
04 - 4*Uplink Ports

04 - 4"Pok Ports
08 - 8"PoEk Ports

24-

16 - 16"Pok Ports
24 - 24*Pok Ports

MILESIGHT NAMING CONVENTION S

- | PC

Advanced Features
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- High Frame Rate (120fps)

- High Frame Rate (90fps/ 100fps)
- High Frame Rate (60fps)

- 30fps@5MP&4K Series

- 20fps@4K Series

- Magnification of the lens

e.g.: X42 - 42X AF lens

- Entferprise Edition

- Motorized Vari-focal Lens

- P-Iris Supported

- LPR Supporfed
- Radar Supported

- 5G Supported
- loT Supported

- POE Supported
- H.265 Compression

A/C/D - Al Platform

Note: In d sequence from top to Botfom

P

P - POE

G

E- 10/100Mbps Uplink Port
G - Gigabit Uplink Port

H

C/E/H - H.265 Compression

i

L - Extend Mode

F - Optical Fiber Port (SFP)
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Milesight Network Camera Accessories

NEAT & INTEGRATED DESIGN / EASY & ROBUST INSTALLATION

B 3/

AO1 Pole Mount TR

L] : . i

Weight: 720g
Dimension: 17/0*51.5"1562.6mm L
Installation Environment: For strapping cameras /E\
on poles between 102-12/mm(4.1-5 inches) In ": .
diameter \I
Applicable Model:

(Al Weather-proof) Mini Bullet, (Al) Vandal-proof Mini Bullet,
(Al) Motorized Bullet, Al PTZ Bullet Plus,

(Al) 180" Panoramic Mini Bullet & Dome

Adl, Ad3, A62, A63, A1, A72, A77

AO3 External Corner Bracket '

Weight: 900g

Dimension: 170*152.5*76.3mm

Installation Environment: For mounting cameras
on an exfternal corner

Applicable Model:
(Al Weather-proof) Mini Bullet, (Al) Vandal-proof Mini Bullet,
(Al) Motorized Bullet, Al PTZ Bullet Plus,

(AD) 180° Panoramic Mini Bullet & Dome

Adl, Ab2, A63, A/l, A72, A77

Adl Wall Mount

Weight: 4009

Dimension: 200" 129 100mm

Installation Environment: For wall or parapet
iInstallations

Applicable Model:
(Al) Speed Dome

Ad2 Pendant Mount

Weight: 650g

Dimension: 116.5*255mm

Installation Environment: Used to install
cameras on an ceiling or horizontal structure
Applicable Model:

(AlD) Speed Dome

Ad2-1. Extension Lever

Weight: 3259

Dimension: 5/*255mm

Installation Environment: Used as extensions
for pendant mount

Applicable Model: e
Ad2, A/9 |

Ad3 Junction Box

Weight: 10009 _
Dimension: 195 164*80mm .
Installation Environment: For the containing

of electrical connections which need to be 1
conceadled from sight and deter fampering

Applicable Model:
AO1, A41, Ad2

AS1 Protective Housing

Weight: 19889

Dimension: 380*150*H mm(H is adjustable)
Installation Environment: Robust housing to
defend cameras from being damaged in
all challenging environments

Applicable Model:
Pro Box, Al Pro Box Plus

Ab62 Junction Box

Weight: 510g

Dimension: 134*126*40mm

Installation Environment: For the containing of
electrical connections which need to be
concealed from sight and preventing from
being tampered

Applicable Model:
(AD Pro Bullet, (Radar) Al Pro Bullet Plus, (5G AloTl) Pro Bullet Plus Cameraq,

Al PT/Z Bullet P|L.|Sf (AD PT/ BLJ”ET(OHN for Wall Mount Version.)

Ab63 Junction Box

Weight: 6209 o) il |
Dimension: 134*126*40mm | N
Installation Environment: For the containing of
elecftrical connections which need to be

concealed from sight and deter fampering \_ A
Applicable Model: | N
(Al Weather-proof) Mini Bullet e 5
(Al) Motorized Bullet

A/71 Wall Mount

Weight: 5309

Dimension: 162*124*78mm
Installation Environment: Used fo install cameras
on an wall or vertical structure

Applicable Model:

(AD) IR Mini Dome, (Al) Vandal-proof Mini Dome,
(Al) Weather-proof Mini Dome, (Al) 3X AF Motorized Dome,
Al Motorized Dome Cameraq, (Al) 180" Panoramic Mini Dome

A/72 Wall Mount

Weight: 5609

Dimension: 240" 160" 136mm
Installation Environment: For wall or
parapet installations

Applicable Model:

(AD) Pro Dome,

(Al) 360° Panoramic Fisheye
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A/3 Adapter Plate

Weight: 289

Dimension: 1157122.5"10mm

Installation Environment: For the installation that
cable need o be routed through the side ouflet
Applicable Model.

(Al) Vandal-proof Mini Dome

A74 Junction Box

Weight: 60g
Dimension: 121.5*116.5*37.2mm

Installation Environment: For the containing of

electrical connections which need o be
concealed from sight and deter fampering

Applicable Model:
(Al) Vandal-proof Mini Dome

AC-/1 Smoked Dome Cover

Weight: 1209
Dimension: ®136.8792.5mm

Installation Environment:
For concealing where a camera is pointed

Applicable Model:
(Al) PTZ Dome

AC-/72 Smoked Dome Cover

Weight: 399

Dimension: ® 100*56mm

Installation Environment:

For concedling where a camera is poinfed

Applicable Model:
(Al) Pro Dome

A/5 Junction Box

Weight: 2009

Dimension: 155.5*16/733.5mm

Installation Environment: For the containing
of electrical connections which need to be
concealed from sight and deter tampering

Applicable Model:

(AD) Pro Dome, (Al) 360° Panoramic Fisheye

A6 Pendant Mount

Weight: 6209

Dimension: 136*L (L is default as 300mm,
also can be extended with A76-L)
Installation Environment: Used to install
cameras on an ceiling or horizontal structure
Applicable Model:

(AD) 360° Panoramic Fisheye, (Al) Pro Dome

A/6-L Extension Lever

Weight: 3159

Dimension: ®34*300mm

Installation Environment: Used as extensions
for pendant mount

Applicable Model:
A76

A/77 Wall Mount

Weight: 6509

Dimension: 2627185 138mm
Installation Environment: For wall or
parapet installations

Applicable Model:
(Al) PTZ Dome

A/8 Recessed Mount

Weight: /159
Dimension: ©256*24mm

Installation Environment: For in-ceiling
installations

Applicable Model:
(AD PTZ Dome, (Al) Pro Dome

A79 Pendant Mount

Weight: 8509
Dimension; ®185*245mm

Installation Environment: Used to install cameras

on an celling or horizontal structure

Applicable Model:
(Al) PTZ Dome

A81 Recessed Mount

Weight: 4509

Dimension: ®168.7*91.3mm
Installation Environment: For in-celling
installations

Applicable Model:
(Al) Weather-proof Mini Dome

A82 Recessed Mount

Weight: 4/5g

Dimension: ®168.7791.3mm

Installation Environment: For in- ceiling
installation

Applicable Model:
(AD IR Mini Dome

A83 Junction Box

Weight: 2/0g
Dimension: ©122*45.5mm

Installation Environment: For the containing of

electrical connections which need fo be
concealed from sight and deter tampering

Applicable Model:
(Al) Weather-proof Mini Dome

MILESIGHT ACCESSORIES s
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Accessories Map

Pro series

4 6 nsiold

(Al) Motorized (Al) Motorized  (Radar) Al Pro Bullet  (5G Alol) Pro Bullet Al Pro Box
(Al) Vandal-proof (Al) 3X AF Al Motorized  (Al) Weather-proof (Al) IR Mini (Al) Vandal-proof (Al Weather-proof)  (Al) Motorized Pro bome Camera Pro Bullet Plus Camera Plus Camera Plus Camera
Mini Dome Camera Motorized Dome Dome  MiniDome Camera Dome Camera Mini Bullet Camera Mini Bullet Bullet Camera Camera
Camera Camera Camera — .
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Junction Box Adapter Plafe Wall Mount Recessed Mount Junction Box Recessed Mount Juncftion Box Pendant Mount Extension Lever  Junction Box Wall Mount  Smoked Dome Recessed Mount Junction Box Junction Box
A74 A73 A7l A8 1 A83 A82 Ab63 A76 A76-L A75 A2 Cover AC-72 A78 AbL2
: ' s : v :
0 d 2 A
Pole Mount External Corner Bracket Pole Mount External Corner Bracket
AQ1 AQ3 : AO1 AO3 AS1
Panoramic series PIZ series
(Al) Speed Dome Camera (Al) PTZ Al PTZ Bullet
(Al) 180° Panoramic  (Al) 180° Panoramic (Al) 360° Panoramic Fisheye Camera (Al) PTZ Dome Camera < Bullet Camera Plus Camera
Mini Dome Camera  Mini Bullet Camera
'] $ . $ 4 8§ \ 4 $ 4
s e 4 | <= | n it - o
Wall Mount Pendanf Mount Extension Lever Junction Box Wall Mount Wall Mount Pendant Mount Exiension Lever Recessed Mount Smoked Dome Pendant Mount  Extension Lever Wall Mount Junction Box A62
A7l A76 AL A/5 A2 A77 A/Q Ad2-L A7/8 Cover AC-7/1 A4?2 Ad2-| A4l (Only for Wall Mount Version.)
s '
................ I . . S S
' ; f — : (Only for Pole Mount A01) : | _
Pole Mount external Comer Bracket E Junction Box A43 ‘ :  Pole Mount External Comer Bracket
AOT AO3 : : : . :
................................................................................................................................................................................................................................... :. : AOT AO3 :
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